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Abstract:  The buildings and construction sector accounted for 36% of final energy use and 39% of energy 
and process-related carbon dioxide (CO2) emissions in 2018, 11% of which resulted from manufacturing 
building materials and products such as steel, cement and glass. Design and structural engineers need to 
understand the environmental impact of their designs and in particular, the upfront ‘embodied’ carbon 
emissions – measured as its Global Warming Potential (GWP) in CO2 equivalent (CO2e) per tonne of 
product.

fib has incorporated sustainability into the Model Code (MC) since MC2010. With sustainability and 
performance-based design at its core, MC2020 is the MC for future thinking. The fib platform for CO2 
Inventory Data is aiming to accelerate the shift to low embodied carbon materials in all projects.

Embodied carbon can be defined as Greenhouse Gas (GHG) emissions from the extraction of raw materials, 
processing and manufacturing, in-use maintenance and replacement, end of life demolition, disassembly 
and disposal including transport relating to all three.

This paper outlines how embodied carbon data is accurately calculated for specific steel producers, 
reinforcing steel products and fabrication, transport and construction life cycle stages. It explains how 3rd 
party verification can provide confidence in the data and limited comparability. It concludes with how an 
innovative collaboration is developing a solution to digitise the reinforcing steel supply chain so this 
information can be used by fib platform and other construction stakeholders to help drive down emissions.
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1. Design and Engineering implications of Global Heating

The Paris agreement seeks to mitigate the worst risks of global heating, by securing Nationally Determined 
Contributions (NDC’s) from each party, which together seek to limit Greenhouse Gas (GHG) emissions such 
that global temperature rise this century will be kept to well below 2 degrees Celsius above pre-industrial 
levels and to pursue efforts to limit the temperature increase even further to 1.5 degrees Celsius. In mid-
latitudes, we are currently at 1.2 degrees of heating on average (2 degrees over land) and many scientists 
believe the likelihood of limiting global heating to 1.5 degrees is low (1).

As emissions still rise, we are witnessing a global mobilization in order to try to avoid and mitigate the worst 
of the impacts of this heating and changes to our climatic system. In addition to the 65% of countries with 
legal or policy commitments to ‘net-zero’ (near zero GHG emissions with quality off-setting of residual 
emissions), more than one-third of the world’s largest publicly traded companies now have ‘net-zero’ 
commitments (2). Many construction clients and building developers are adopting Net-Zero targets and 
changing strategies to achieve them. 

Exploring commitments nationally provides some nuances in terms of policy development and performance 
with many fossil-fuel producing nations rank poorly in this analysis (2).  

According to the International Energy Agency and the United Nations Environment Programme, the 
buildings and construction sector accounted for 37% of energy and process-related carbon dioxide (CO2) 
emissions in 2021, with about a quarter of these emissions coming from the manufacturing of building 
materials and products such as steel, cement and glass (3). The imperative for architects, design engineers, 



clients and all construction stakeholders, is to understand how their actions can contribute to meaningful 
reductions in GHG emissions.

If net-zero ambitions are to be achieved, at the lowest cost profile, early actions are essential. Ac-cording 
to the International Energy Agency, ‘Staying on [the roadmap to net zero] requires the massive deployment 
of all available clean energy technologies – such as renewables and energy efficient building retrofits – 
between now and 2030’ (4). This is recognised by the construction industry and has led to a period of intense 
activity in declarations, target setting, transition pathways and standards development. 

As examples; the Australian headquartered, globally integrated real estate and investment group Lendlease 
has adopted a net zero carbon emissions target by 2025 and an absolute zero target by 2040; Daito Trust 
Construction Co., Ltd. headquartered in Japan commits to reduce absolute scope 1 and 2 GHG emissions 
55% by 2030 from a 2017 base year; and Multiplex Constructions Middle East to reduce absolute scope 1 
and 2 GHG emissions 63% by 2033 from a 2018 base year. All firms have additional scope 3 reduction 
targets and the targets have been approved by the Science Based Targets Initiative (SBTI) (5). Mega 
projects like NEOM in Saudi Arabia, have similar commitments to net-zero carbon emissions by 2030 
including in the construction phase (6). 

SteelZero a demand led initiative, convened by The Climate Group (7), brings together construction and 
property members who commit to reducing carbon emissions from their procurement, specification or 
stocking of steel by 50% by 2030 and 100% by 2050. A similar initiative, ConcreteZero, has been formed 
for Concrete and the Global Cement and Concrete Association has a net-zero roadmap. The importance of 
early action and interim targets to 2030 are stressed in many of these initiatives. For example, contractors 
to HS2 – a new £100 billion high speed electric rail route in the UK [8] must follow its targets to deliver a 
50% reduction in emissions by 2030 and net-zero construction and operations by 2035. The UK National 
Highways has defined a trajectory of 0-10% reduction by 2025, 40-50% by 2030, 70-80% by 2035 and net 
zero by 2040 against a 2020 baseline for maintenance and construction (9). 

Standards and guidance, policy and practice is aligning to this agenda. For example, the Built Environment 
Declares movement commitments architects, engineers, contractors and others in the construction value 
chain to take positive action, cooperate internationally and share open-source knowledge. Over 8000 
members globally have signed up (10) and are updating their practices to meet the commitments. Standards 
and specifications like PAS 2080: Carbon Management in Infra-structure, are being revised and refocused 
on accelerating emissions reductions in line with the science and transition pathways (11).

fib has incorporated sustainability into its Model Code (MC) since MC2010. With sustainability and 
performance-based design at its core, MC2020 is the MC for future thinking, with Part 2, Clause 3 offering 
a ‘Sustainability Perspective’. It’s Task Group 7.5 is planning to investigate Environmental Product 
Declarations (EPD) and equivalent performance of concrete. The fib Platform for CO2 Inventory Data is 
aiming to accelerate the shift to low embodied carbon materials in all projects (12).

2. Digitising Global Warming Potential Data

2.1 Context

Concrete reinforcement is ubiquitous, a key part of many building and infrastructure projects. Accurately 
calculating its impacts is the foundation for decarbonization. Differences in systems, paper to digital formats, 
data collection methodologies and boundaries, verification and quality requirements create challenges and 
add to the case for digital data transferable in common formats across the construction value chain. 
Digitisation of Global Warming Potential (GWP) data – Tonnes of Carbon Dioxide equivalent (CO2e) by 
Tonne of product – and its use to reduce emissions is a key enabler of decarbonization. When effectively 
shared with design engineers, fabricators, contractors and clients it enables planned and actual upfront 
‘embodied carbon’ to be established and plans to reduce them implemented.

Steel and cement are two of the highest emitting industries and an obvious target for decarbonization in 
construction materials. Steel production is estimated to be responsible for 7- 9% of global warming 
emissions, according to the World Steel Association (worldsteel) (13) and cement 8% according to research 
by Chatham House (14). worldsteel also estimates that out of a global steel production of 1,768 Mt in 2019, 



52% was used in buildings and infrastructure (15). Data for reinforcing steel pro-duction is harder to come 
by, with about half of this amount estimated to be used in concrete reinforcement. 

Although critical to steel industry performance, a full life cycle picture of emissions including transport from 
steel producer to fabricator and from fabrication; installation; and end of life management, may not be 
available to engineers, designers and specifiers. To support comparability, data should be based on Life-
cycle analysis (LCA) to defined international standards, notably ISO 14040:2020, ISO 14044:2006 and 
reported within EPD in accordance with EN 15084: 2019 (Sustainability of construction works).

It should be noted that there is still scope for non-comparability unless the underlying Product Cate-gory 
Rules and the application of them within different organisations are the same. Often generic data based on 
averages of the GWP of this steel is used to calculate the embodied emissions (A1-A3 Product stage). The 
actual emissions of reinforcing steels used in projects can vary considerably, dependent on factors 
including: project location; the steel production route; the amount of renew-able generation in the national 
grid; and energy inputs at the production site. For example, the worldsteel average GWP (expressed as 
tonnes CO2e per tonne of steel product) in 2020 is 1.85 (16). The range of GWP from EPD from steel 
producers approved to the CARES Sustainable Constructional Steels (SCS) certification scheme is from 
approximately 0.39 to 2.58 (17). Approximately 80% of the approved steel producers are Scrap based 
Electric Arc Furnace steel producers. The sector average GWP of CARES approved scrap based EAF 
producers is 0.76 (18). 

Additional transport GWP data for any given project based on the transportation impact from producer to 
fabricator are excluded from EPD’s (as it can vary significantly as the customer destination is not known 
when the EPD is produced). To enable a more complete project calculation estimates of this can be provided 
by CARES to contractors. EPD’s and Carbon Footprints (for steel fabricators) are mandatory requirements 
of its 3rd party verified, Sustainable Constructional Steels (SCS) certification scheme. The EPD’s are subject 
to an additional 3rd party verification by BRE. As such, a high degree of confidence in the data can be 
provided.

Getting accurate data for a project is clearly important, however at different stages of the construction 
process, use of different data sets may be warranted. Generic averages can offer suitable estimates at 
concept and design stage and when reinforcing steel has been procured and delivered for the project, more 
accurate data representing the specific GWP of the producer and fabricator and any transport emission data 
can be used. To build a picture of the actual ‘as built’ upfront, embodied emissions, digital reinforcement 
bar data can be made accessible to contractor and client systems and collated with data from other 
construction materials. If they cannot easily transfer this data in a usable format into their systems, 
challenges remain.

2.2 Sharing data through the Cloud

As an independent, profit for purpose (with no shareholders and all profit reinvested towards its mission) 
certification body, CARES has developed its Cloud and digital ecosystem to securely hold 3rd party verified, 
consistent, digital reinforcing product data. This remains associated with the product as it passes through 
the supply chain using the CARES chain of custody model, which provides 100% physical traceability of the 
product, from the steel producer, transportation to the fabricator, to the construction site and as used in 
reinforced concrete.  A ‘digital twin’ of the product as it passes through stages of production, supply and use 
means that product conformity and GWP data can be incorporated into client systems and used to drive 
performance improvements now and in the future, for example in planned maintenance and potential reuse 
or repurposing. 

Each stage of the supply chain typically operates numerous discrete IT systems, therefore, the CARES 
Cloud provides secure digital storage of CARES approved reinforcing product data, where the data owners 
maintain ownership of their own data and its uses. On agreement, data can be shared with approved users 
within the client digital environment.



2.3 Steel Producers

Steel compliance data has previously been provided in many reporting styles and formats, including paper 
copies. The CARES Upstream Cloud secure web portal application provides a single source of truth of 
product test data for CARES certified rebar. Through the CARES Upstream Cloud, approved Steel Mills 
submit the product test data and the data is validated to the relevant Standard. Application Programming 
Interfaces (API’s) enable mandatory automatic uploads from steel producer databases of quality 
performance test data at approved production sites. The CARES Digital Materials Passport as viewed in 
the CARES Cloud Dashboard (Figure 1) enables steel producers to view their compliance data including 
the carbon footprint, which is associated with each batch.

Figure. 1. CARES Digital Materials Passport and CARES Cloud dashboard.

2.4 Architects and Design Engineers

When construction design engineers are confident in the reinforcing steel yield strength and the other 
reinforcing steel attributes, they can use less material for any given application. Design options can be 
modelled in 3D design applications to understand the structural impact of design changes and can be used 
to optimise the reinforcement design. For example, for floors, using less, higher strength reinforcement bar 
in the concrete slab can reduce the mass of steel and its associated emissions. 



Although the most commonly specified characteristic yield strength of reinforcing steel in the UK is 500MPa, 
publicly available research suggests that the characteristic yield strength of much of the reinforcement in 
the UK exceeds 500MPa (19). Assuming 520MPa is specified, up to 4% reductions of the reinforcing steel 
by mass and carbon emissions in the strength-governed elements can be achieved. At a market price of 
€750 per tonne, this equates to a saving of €30,000 for an order of 1000 tonnes. Using the CARES sector 
average GWP data, an emissions reduction of 30.4 tonnes of CO2e.

2.5 Fabricators

Fabrication detailing can be similarly enhanced. Applying high quality data to the steel fabrication process 
helps to improve accuracy, reduce waste, and deliver quicker implementation. The Rebar 4.0: supply chain 
made smarter study, partly funded by UK Research and Innovation, assessed the feasibility of using digital 
reinforcement data to drive robotic fabrication, efficiencies and resulting emissions and cost savings (20). 
This is especially beneficial when high volumes of standard rein-forced concrete sections are needed, such 
as tunnel segments or precast panels. The study (un-published) confirmed this potential and identified 
additional benefits including reducing fabrication and installation health and safety risks from greater offsite 
construction and reducing potential expo-sure to welding fumes.

2.6 Contractors

As cited earlier in this article, clients and contractors often have their own ambitious emission reduction 
targets, with Contractors often tasked with delivering client carbon emission reductions. Digital 
reinforcement information and data can be accessed, on agreement of the steel producer, by the contractor 
through the CARES App. Scanning of QR codes on bundle labels, supports GPS tracking and locating of 
incoming materials, down to a few metres accuracy. This can increase efficiency and associated emission 
reductions through reduced losses and wastage. 

The data can feed into Building Information Management Systems (BIM), providing information at a 
structural element level. This approach termed the ‘golden thread’ by Dame Judith Hackett in the ‘Building 
a Safer’ Future Report, commissioned as part of the enquiry into the Grenfell Tower fire disaster by the UK 
government, supports building safety (21), as well as carbon emissions reductions.

2.6 Asset owners and developers

Client and contractors need confidence that their procured materials will meet their requirements and 
specifications. Detailed, design relevant, commercial confidential, product quality characteristics, shared by 
contractual agreement, between relevant stakeholders provide this. When incorporated into a Building 
Information Management System, it can become digitally associated with the asset and provides an ongoing 
record of the materials, their specifications and certifications.

Demonstrating carbon emissions data and effective management of emissions supports higher scoring 
within building and infrastructure rating systems. For example, the BREEAM New Construction building 
rating system (22), Mat 02 criteria provides credits for having an EPD available, Mat 03 for the responsible 
sourcing of construction materials and Mat 06 credits evidence showing how efficiencies have been gained. 
In Australia, the SCS scheme, as certified through our partner ACRS, has been recognised as Best Practice 
across all levels of the Greenstar Responsible Products Framework by the Green Building Council of 
Australia.

3. Strength through collaboration

3.1 Industry level uses

CARES Downstream App was developed to help CARES approved fabricators, projects and contractors in 
the supply chain to confirm the validity and scope of approval on the certificate; and to scan the CARES 
Static QR Code on labels/delivery notes to validate the Origin and Standard of Material used.



Implement a digitally enabled upstream and downstream CARES Cloud integration to provide reliable and 
easily accessible product information and assurance for reinforcing steels from design to construction site. 
The digital ecosystem will include manufacturers and processors of reinforcing steels to create a proven 
BIM-enabled workflow, driving real-time manufacturing analysis, in turn providing accurate carbon 
footprint for each tonne of rebar installed. 

Collaborative approaches, transferrable data sets in usable common formats and high-quality 3rd party 
verified data support industry wide optimization of the supply chain. Certification evidence for a safety critical 
product, the GWP and other environmental attributes held on EPD for reinforcing steel held digitally and 
publicly available at both a specific steel producer level and at an industry average level contribute to this. 

With the costs of carbon staying at high levels, e.g. EU Emissions Trading Scheme price at ~€85 per tonne 
in December 2022 (23), and policy moving toward carbon accounting, these costs are increasingly informing 
decision making. If this were to be incorporated into commercial costs, which is the direction of travel, the 
additional cost of these embodied emissions, for a project using 1,000 tonnes of reinforcement would be 
€85,000. As carbon taxation and the use of these prices to under-stand potential costs and risk exposure 
becomes more common, having accurate GWP data be-comes more critical.

Modern Methods of construction include digital optimisation. Modular, offsite design and the potential for 
reuse are enhanced through the digital record. Knowing the structural characteristics of a particular concrete 
slab or modular panel, enhances the potential for reuse in a different application at cur-rent end of life. 
Whole concrete panels and slabs can be repositioned and repurposed, reducing the need for fabricating 
new and avoiding the materials and carbon emissions associated with initial pro-duction demolition and 
recycling.

The fib Platform for CO2 Inventory Data (Figure 2) will further enable cross-industry use of quality data sets. 
It will help assessment of Modules A1-A3 Product stage and A4-A5 Construction stage. 
 

Figure. 2. The fib Platform for CO2 Inventory Data



4. Conclusions

Safety critical product conformity data, upfront ‘embodied’ carbon emissions (Global Warming Potential in 
CO2e per tonne of reinforcement product) data, communicated in fully verified Environmental Product 
Declarations (EPD) can flow through construction supply chains. This is enabled by using secure, Cloud 
based, digital construction materials datasets, such as the CARES Cloud. Lower emission concrete 
reinforcement can be selected and specified with high accuracy calculations of asset level embodied 
emissions provided by the datasets. This in turn can uplift ‘Green’ building and infrastructure rating systems 
scores and support emissions reductions in the race to Net-Zero.

This digital exchange of verified product conformity and GWP data is laying the foundation to create a digital 
twin of the built assets with accurate reinforcing steel information being traced from as-designed 3D BIM 
models through manufacturing, robotic-driven fabrication and installation, to as-built asset BIM models for 
handover to clients. 

As the industry moves to Modern Methods of Construction and nations strive to meet their legal de-
carbonization targets, accurate digital whole life cycle GWP data, accessible through Cloud systems is 
quickly becoming a prerequisite for concrete reinforcement.
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